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RELEASE BLUE LEVER
to retract needles with needle caps
and suture back through tissue.
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CAUTION: Before pulling away from 
tissue, ensure needles are fully retracted.   

SQUEEZE BLUE LEVER 
to advance needles forward 
through tissue, hold and then remove 
suture tube from suture. 

2ADJUST & POSITION
device tip into proper orientation using
articulation knob and rotational knob,
and hold tissue jaw firmly against target.
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SUTURE PLACEMENTFIG. 2

SOLUTIONS ®
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1   NEEDLES
2   NEEDLE CAPS
3   NEEDLE CAP COMPARTMENTS
4   SUTURE SLOTS
5   SUTURE
6   PLEDGET (OPTIONAL)
7    FIRST SUTURE TUBE HOLDER

   

INDICATIONS
The RAM  ® DEVICE used in conjunction with RAM  ® COR-SUTURE  ® QUICK LOAD ® surgical suture is indicated for use in the approximation of soft tissue and prosthetic materials.

RAM ® DEVICE - DESCRIPTION
Each kit contains two (2) sterile SINGLE PATIENT USE RAM  ® suturing devices (FIG. 1).  The RAM ® DEVICE is used for the placement of RAM ® COR-SUTURE  ® QUICK LOAD ® surgical 
suture      .  A short length of modified surgical stainless steel tubing, called a needle cap      , is attached to each end of the suture.  The needle caps are loaded into the needle cap 
compartments       in the device tip      .  Suture placement (FIG. 2) is achieved by sequentially squeezing and releasing the blue lever      .  During suture placement, squeezing of the blue 
lever advances the retracted needles       through the tissue which is placed in the tissue gap or tissue jaw       of the device tip; the full squeeze advances the needles into the needle 
caps which are attached to the suture ends.  Release of the blue lever retracts the needles, which pulls the engaged needle caps and suture coupled to the needle caps, back through 
the tissue.  The orientation of the device tip is set by rotating the articulation knob      , and/or the rotational knob      .  The rotational knob, which has six distinct positions, and an 
indicator fin      , may be turned to rotate the device shaft       and therefore the device tip at the end of the shaft.  The angle of the device tip relative to the shaft may be adjusted by 
rotating the articulation knob.  The device tip may be articulated within a range demarked by the articulating limit indicator      .  First and second suture tube holders      ,      are provided 
on the device tip and indicator fin for securing a suture tube       which comes preinstalled on the suture to assist with suture management.  The RAM  ® DEVICE is available in two (2) sizes 
for suture spacings (the distance between needles): 3.5mm and 5mm. Refer to Product Ordering chart on Page 6. 
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FIG. 1

READ THIS PRODUCT INSERT THOROUGHLY BEFORE USE
RAM ®  TECHNOLOGY GUIDE

(5mm RAM ® DEVICE shown)
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FIG. 3

RAM ® COR-SUTURE ® QUICK LOAD® 
SURGICAL SUTURE 

INDICATIONS
RAM ® COR-SUTURE  ® QUICK LOAD ® surgical suture is indicated for use in the approximation of soft tissue and prosthetic materials.
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DESCRIPTION
RAM ® COR-SUTURE  ® QUICK LOAD ® sterile surgical suture is packaged for single patient use and is provided in a customized tray as a QUICK LOAD ® 
Single suture tray      , or as a QUICK LOAD ® 6-TRAY       with a QUICK LOAD ® release feature       .  Each QUICK LOAD ® suture is designed to enable the 
rapid, easy and reliable loading of suture into an LSI SOLUTIONS ® RAM ® suturing device.  The QUICK LOAD ® suture       is available as a non-absorbable 
braided polyester surgical suture.  A short length of modified surgical stainless steel tubing, called a needle cap          , is attached to each end of the suture.  
An optional PTFE pledget       is attached behind the needle caps.  The QUICK LOAD ® suture also includes a detachable clear suture tube       to keep the 
suture from tangling, and a needle cap holder       that allows rapid and easy loading into a RAM ® DEVICE. The QUICK LOAD ® surgical suture is offered undyed 
(white), dyed green with the FDA approved colorant D&C Green No. 6, or striped green/white.  There is no known significant change in tensile strength 
retention to occur in vivo. The QUICK LOAD ® surgical suture is MR safe. 
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1   NEEDLE CAP HOLDER
2    NEEDLE CAPS
3   SUTURE
4   PLEDGET (OPTIONAL)
5   SUTURE TUBE
6   ALIGNMENT TAB
7   SUTURE LOOP
8   QUICK LOAD ® SINGLE SUTURE TRAY
9   QUICK LOAD ® 6-TRAY
     QUICK LOAD ® RELEASE FEATURE

RAM ® COR-SUTURE ® QUICK LOAD ® 

SURGICAL SUTURE

}QUICK LOAD ® 
COMPONENTS

RAM ® COR-SUTURE  ® QUICK LOAD ® 
units are available in two (2) sizes for 
suture spacings: 3.5mm and 5mm.  
Refer to Product Ordering chart on 
Page 6. 










